
Large Dee Shackles c/w Type A Screw Collar Pin

Meets the W.L.L performance requirements of the withdrawn standard BS 3032.

High tensile steel C1045.

Self colour and hot dip galvanised finish available.

Supplied with an EC declaration of conformity.

Factor or safety 4:1.

Marked with manufacturers mark, ID mark, W.L.L & CE.

 

Code Code W.L.L A B C D E Weight

Self Colour Galvanised (tonnes) (inches) (inches) (inches) (inches) (inches) (kgs/each)

B0101 - 0.25 1/4 3/8 1/2 1 1/4 0.10

B0102 B0201 0.50 3/8 1/2 3/4 1 1/2 1 0.12

B0103 B0202 0.75 1/2 5/8 1 1/8 2 1/8 1 1/4 0.29

B0104 B0203 1.50 5/8 3/4 1 1/4 2 1/2 1 1/2 0.57

B0105 B0204 2.00 3/4 7/8 1 1/2 2 7/8 1 3/4 0.92

B0106 B0205 3.00 7/8 1 1 3/4 3 1/4 2 1.59

B0107 B0206 3.75 1 1 1/8 2 3 3/4 2 1/4 2.12

B0108 B0207 5.00 1 1/8 1 1/4 2 1/8 4 1/8 2 1/2 3.18

B0109 B0208 6.00 1 1/4 1 3/8 2 3/8 4 1/2 2 3/4 4.54

B0110 B0209 7.00 1 3/8 1 1/2 2 5/8 5 3 6.06

B0111 B0210 9.50 1 1/2 1 3/4 2 3/4 5 3/8 3 1/2 8.74


