LIFTING GEAR UK
HIRE | SALES | SERVICE

Two Leg Chain Slings EN 818-4

Chain Size Straight Lift Straight Lift Choke Hitch Choke Hitch Double Basket Double Basket
mm 0°-45° 45°-60° 0°-45° 45°-60° 0°-45° 45°-60°
7mm 2.1 1.5 1.6 1.2 2.1 1.5
8mm 2.8 2.0 2.2 1.6 2.8 2.0

10mm 4.25 3.15 3.4 2.5 4.25 3.15
13mm 7.5 5.3 6.0 4.2 7.5 5.3
16mm 11.2 8.0 9.0 6.4 11.2 8.0
20mm 17.0 12.5 13.6 10.0 17.0 12.5
22mm 21.2 15.0 17.0 12.0 21.2 15.0
26mm 30.0 21.2 24.0 17.0 30.0 21.2
32mm 45.0 31.5 36.0 25.2 45.0 31.5

All loads shown in tonnes
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Master Links and Quad Assemblies

HA Master Links Type Approval No. S-7732
Certified to DNV2.7-1, DNV2.7-3, EN12079-2, EN1677-4

MPF = Manufacturing Proof Force = 2.5 x 9.81 x Working Load Limit (kN) (min.) =7 $ oA
BF = Break Force = WLL x Factor of Safety

WLL = Working Load Limit (tonne) @ 45° to vertical

Factor of Safety = 5 : 1

Embossing - As per Description column and Batch Number

Manufactured in accordance with EN1677-4

Design air temperature -40° min. Average impact energy (charpy) 42 Joules up to 50mm
diameter

DNV type approval No. S-7732

Operational temperature range is -40° C to + 200°C

LENGTH

*Certified on a batch basis to the requirements of DNV 2.7-1 WIDTH
HA16ML 16 75 150 4.1 0.7
HA22MS 22 90 162 8.83 1.5
HA22ML 22 140 270 5.8 2.3
HA25ML 25.5 140 270 8.83 2.7
HA28MS 28 110 200 14.5 3.0
HA28ML 28 140 270 11.8 3.8
HA32ML 32 140 270 171 5.1
HA36ML 36 140 270 23.0 6.5
HA40ML 40 155 280 28.1 85
HA45ML 45 175 320 38.3 12.2
HA50ML 50 195 350 45.0 16.6
HABOML 60 220 410 65.0 29.2
HA70ML 70 250 450 85.0 44.3
HAQOML* 90 300 500 150.0 86.0

HA120ML* 120 410 610 250.0 197.0
Dosoption  Dlameter - widn e o e
HA16ML 5/8 2.95 5.91 4.5 1.54
HA22MS 7/8 3.54 6.38 9.7 8.3
HA22ML 7/8 5.51 10.63 6.4 5.07
HA25ML 1 .51 10.63 9.7 7.28
HA28MS 1-1/8 4.33 7.87 16.0 6.61
HA28ML 1-1/8 551 10.63 13.0 8.38
HA32ML 1-1/4 5.51 10.63 18.8 11.24
HA36ML 1-7/16 51 10.63 25.4 14.33
HA40ML 1-9/16 6.10 11.02 31.0 18.74
HA45ML 1-3/4 6.89 12.60 42.2 26.90
HA50ML 2 7.68 13.78 49.6 36.60
HA60ML 2-3/8 8.66 16.14 71.6 64.37
HA70ML 2-3/4 9.84 17.72 93.7 97.66
HA9OML* 3-5/8 11.81 19.69 165.3 189.60
HA120ML* 4-3/4 16.14 24.02 275.6 434.31
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Yoke Grade 8 Component Connector BS EN1677-1+2

The William Hackett Grade 8 forged lifting components are manufactured by YOKE from alloy steel in accordance with EN1677. All
forged components are individually magnaflux crack detected after heat treatment, they are then individually proof load tested to 2.5
times warking load limit in accordance with EN1677. Only components fully compliant with all aspects of EN1677 can be used in chain
slings certified to EN818-4. The William Hackett Grade B lifting components are suitable for use in a temperature range of -40°C up to
200°C without reduction in working load limit,

_—A
SPECIFICATIONS
Part Chain A B D K WLL Box Mass CAD
Code Size mm mim mm mm mm tonnes Quantity Kg Files

8-015-07 7B 18 22 9 57 2.0 150 0.2

Format -
8-015-10 10 25 26 11 6B 3.15 50 0.3

Farmat j
8-015-13 13 30 35 16 @1 53 35 0.7

Format -
8-015-16 16 36 38 19 100 8.0 20 14

Farmat j
8-015-20 18, 20 42 46 22 122 12.5 10 1.9

Format -
8-015-22 22 49 59 24 152 15.0 5] 3.0

Farmat j
8-015-26 26 55 62 30 162 21.2 3 5.0

Format -
8-015-32 32 69 79 36 202 31.5 2 8.0

Format -
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Grade 8 Lifting Chain EN818-2

Hackett Grade 8 Lifting Chain is manufactured from alloy steel and complies fully with EN818-2.
Only chain fully compliant with all aspects of ENB18-2 can be used in chain slings certified to ENB18-4.

Hackett Grade 8 lifting chain is embossed MAS and also with class leading batch code marking. The chain is proof load tested to 2.5
times working load limit and is supplied in a black painted finish. The Hackett Grade 8 chain is suitable for use in a temperature range
of -40°C up to 200°C without reduction in working load limit, reductions apply up to 400°C.

Part code Has A mm Bmm Cmm WL Kgs per
mm tonnes metre
A51.070.5 7 7 21 259 15 1.1
AS1.080.5 8 8 24 29.6 20 1.5
AS51.100.5 10 10 30 37.0 3.15 2.2
AS51.130.5 13 13 39 48.1 23 3.8
AS1.160.5 16 16 48 59.2 B.0 5.8
AS1.200.5 20 20 60 74.0 12,5 9.1
AS1.220.5 22 22 66 81.4 15.0 11.0
AS1.260.5 26 26 78 96.2 21.2 15.3

A51.320.5 32 32 26 118.0 31.5 23.2
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Yoke Grade 8 Clevis Self Locking Hook BS EN 1677-1+2

The William Hackett Grade 8 forged lifting components are manufactured by YOKE from alloy steel in accordance with EN1677. All
forged components are individually magnaflux crack detected after heat treatment, they are then individually proof load tested to 2.5
times working load limit in accordance with EN1677. Only components fully compliant with all aspects of EN1677 can be used in chain

slings certified to EN8&18-4. The William Hackett Grade 8 lifting companents are suitable for use in a temperature range of -40°C up to
200°C without reduction in working load limit.
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SPECIFICATIONS
Part Chain A H K P T WLL Box Mass CAD
Code Size mm mm mm mm mm mm tonnes Quantity Kg Files

8-026-07 7.8 9 24 118 34 20 2.0 20 0.8

Format j
8-026-10 10 11 30 143 44 26 3.15 15 1.4

Format j
8-026-13 13 14 39 179 52 30 53 6 2.9

Farmat -
8-026-16 16 18 49 212 &0 36 3.0 4 56

Format hd
8-026-20 20 21 62 243 %0 48 12.5 2 9.0

Format hd
8-026-22 22 24 B3 273 20 49 15.0 2z 13.0

Format j
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